
Product&Family Code:

Technical Data
Voltage (V) 175-250V

Product Wattage (W) 50

Colour Temperature (K) 3000K-4200K-6400K
Colour Render Index (Ra) >Ra75

Equivalence with incandescent 

Materials

Protection Class -

Dimmable No

EEI

Beam Angle

Luminous Flux (lm) 4000

Luminous Efficacy (lm/W) 80

Rated Life (hrs) 25,000

IP Rating -

Power Factor

Warm-up time up to 60 %of the 
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TORCH-50

Technical Drawing

Photometric Diagram

Applications

50W 400W

GLS
25000 Hours 1000 Hours

Istanbul Trakya Free Zone 

Horozk Electric & Electronic Trade Co.
Catalca / Istanbul / Turkey

Ferhatpasa S.B. Mah. Acelya Sk.
Dıs Kapı: 2 Ic Kapı: 301
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full light output Instant Full Light

>0.2s

lamp 400

High Quality  High Performance
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C0 Plane beam angle(50%):200.2(DEG)  C90 Plane beam angle(50%):199.8(DEG)
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Features
Low power consumption
Efficient replacement for incandescent lamps
Mercury free, no UV and IR radiation
Instant on, 100% light output

Aluminium + PC

E27
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